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VELOURS PUCCINI

TECHNICAL DATA SHEET

Flame-retardant and lightweight cotton stage velvet with a flat pile, resulting in a matte look.  
Made of 20% recycled yarns.

SPECIFICATIONS

Item Width Length Weight Composition
1100 140 cm ± 50 m 360 g/m2 68% CO + 20% rCO + 12% CMD

FR standard
BS 5867 PART 2B / pass DIN 4102 / B1 NF P 92-507 / M1

Care instructions Colour fastness to light
ISO 105-B02-2014 
Note 5

Tear strength
ISO 13937-3: 2000  
Warp: 19 N - Weft: 18 N

Tensile strength
ISO 13934-1: 1999  
Warp: 235 N - Weft 420 N
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SOUND ABSORPTION COEFFICIENT
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100 0.08
125 0.10
160 0.17
200 0.30
250 0.41
315 0.60
400 0.72
500 0.75
630 0.80
800 0.76

1000 0.74
1250 0.74
1600 0.76
2000 0.78
2500 0.76
3150 0.76
4000 0.80
5000 0.80
αW 0.75
NRC 0.65
SAA 0.68

This graph shows the sound absorption coefficient of a 100% pleated curtain hung from a rail positioned 15 cm from the wall (G150).
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AVAILABLE COLOURS

0001 0007 0201 0301 0307 2013 3002

3004 3005 4005 5009 5021 6005 6007

7021 7024 8022 8024

Custom colours available on request per 4 rolls.


