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INSTRUCTION MANUAL
WARNING: Important safety instructions. It is important for the safety of persons to follow these 

instructions. Save these instructions.

WARNING: Important safety instructions. Follow all instructions, since incorrect installation can lead to severe injury.

– do not allow children to play with fixed controls. �eep re�ote controls away fro� children�
� fre�uently exa�ine the installation for i�balance and signs of wear or da�age to cables and springs. �o not use if
repair or ad�ust�ent is necessary�
� this appliance is not intended for use by persons �including children� with reduced physical, sensory or �ental capabili�
ties, or lack of experience and knowledge, unless they have been given supervision or instruction concerning use of the
appliance by a person responsible for their safety.

Class I
Index Protection: IP44
Torque: 25 Nm
Speed: 17 rpm
Rated Voltage: 230 V 
Mains Frequency: 50 Hz
Rated Power consumption: 170 W
Rated Current: 0.8 A
Running time before thermal cut off (min): 4

 ~

! WARNING

• Important safety instructions. Follow all instructions, since incorrect installation can lead to severe injury.

• Do not allow children to play with �xed controls. Keep remote controls away from children;

• Frequently examine the installation for imbalance and signs of wear or damage to cables and springs. Do not use 
if repair or adjustment is necessary;

• This appliance is not intended for use by persons (including children) with reduced physical, sensory or mental 
capabili-ties, or lack of experience and knowledge, unless they have been given supervision or instruction 
concerning use of the appliance by a person responsible for their safety.
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Wall and ceiling bracket n. 2 units (included)
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Wall and ceiling brackt n. 2 units (included)
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Safety chains n.2 units  (included)
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Easy quick regulation of the counterweight in case  of waves on the fabric.

Safety chains n. 2 units (included)

Easy quick regulation of the counterweight in case of waves on the fabric.
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The PVC fabric is very sensitive to heating. In a very hot environment the fabric can soften excessively and 
stretch down by altering the video ratio. You should absolutely avoid placing the screen in front of sunlit 
windows or above radiators, fireplaces and stoves of all kinds. The higher will be the heating absorbed by 
the screen, the higher will be the deformation of the surface which will assume an elongated shape with 
curved lateral edges. 

! WARNING

The PVC fabric is very sensitive to heating. In a very hot environment the fabric can soften excessively and stretch 
down by altering the video ratio. You should absolutely avoid placing the screen in front of sunlit windows or above 
radiators, �replaces and stoves of all kinds. The higher will be the heating absorbed by the screen, the higher will be 
the deformation of the surface which will assume an elongated shape with curved lateral edges.
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! WARNING

• The drive shall be disconnected from its power source during cleaning, maintenance 
and when replacing parts.

• The screen shall be installed higher than 2.5 m above the �oor or other level that could 
provide access to it.
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